RX®-CHRystal

Application:
- Flat rollable water hose and industrial transport hose
- Also for use as pump hose

Temperature range:
-20 °C to +70 °C

Bursting pressure:
50 bar

Internal wall:
SBR rubber, black

Inlays:
Trevira fabric, decay and fungus proof

Outside wall:
None

Connections:
Storz, DSP, Guillemin, Eritite

Assembly:
ABA, Band-it, binding

---

Pressure hose without spiral winding

<table>
<thead>
<tr>
<th>ERIKS art.no.</th>
<th>Int. diameter mm</th>
<th>Working pressure bar</th>
<th>Roll length m</th>
</tr>
</thead>
<tbody>
<tr>
<td>10069560</td>
<td>25</td>
<td>15</td>
<td>40</td>
</tr>
<tr>
<td>10069560</td>
<td>32</td>
<td>15</td>
<td>40</td>
</tr>
<tr>
<td>10015045</td>
<td>38</td>
<td>15</td>
<td>40</td>
</tr>
<tr>
<td>10015046</td>
<td>45</td>
<td>15</td>
<td>40</td>
</tr>
<tr>
<td>10069561</td>
<td>52</td>
<td>15</td>
<td>40</td>
</tr>
<tr>
<td>10015047</td>
<td>65</td>
<td>15</td>
<td>40</td>
</tr>
<tr>
<td>10069562</td>
<td>70</td>
<td>15</td>
<td>40</td>
</tr>
<tr>
<td>10015048</td>
<td>75</td>
<td>15</td>
<td>40</td>
</tr>
<tr>
<td>10069563</td>
<td>102</td>
<td>15</td>
<td>40</td>
</tr>
<tr>
<td>10069564</td>
<td>110</td>
<td>15</td>
<td>40</td>
</tr>
<tr>
<td>10069565</td>
<td>125</td>
<td>15</td>
<td>40</td>
</tr>
</tbody>
</table>

Technical data at 20 °C.
Stock articles can also be obtained per meter length.